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AMENDMENTS TO THE CLAIMS: 

TTiis listing of claims will replace all prior versions, and listings, of claims in the application: 
LISTING OF CLAIMS: 

1 . (Currently Amended) A device comprising: 

{a) a plurality of conductive probes prob e paira ; 

(b) a control unit coupled to said probes probe paifs ; and 

(e) a power source to supply said control unit with power; 

wherein at least one pair of said probes each of said probo pairs is activated when 
bridged by a conductive liquid to form thus forming a closed circuit, said control unit 
registers activation of said at least one pair prob e pairs and said control unit is adapted 
designed to actuate at least one pre-determined response, said response being dependent 
on _a_ the sequence in which the at least one pair is at loaot two of said prob e pairs arc 
activated . 

2. (Currently Amended) The device of according the claim 1 , wherein said pre-determined 
response is dependent on a sequence th e order in which each of said at least one pair probo pairs 
is activated or deactivated, 

3. (Currently Amended) The device of aooording - to claim 1, wherein said control unit and 
said power source are disposed in one or more liquid impervious housings while exposing said at 
least one pair conductive probo pairs to the exterior of the device . and wherein said device is 
adapted for mounting i n an enclosure having an opening for receiving said conductive liquid . 

4. (Currently Amended) The device of aooording to claim 1, wherein said pre-determined 
response comprises emitting a sound and the device further comprises a speaker coupled to said 
control unit to effect said sound . 
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5. (Currently Amended) The device of a ccording to claim 1, wherein said predetermined 
response comprises emitting light and the device further comprises a light emitter coupled to said 
control unit to effect said light . 

6. (Currently Amended) The device of ac cording - to claim 1, wherein said pre-determined 
response comprises movement and the device further comprises a motor coupled to said control 
unit to effect said movement . 

7. (Currently Amended) A toy comprising: 

(a) a body having a cavity formed therein ; 

{b) at least one aperture in the body tey that allows for the movement of a 
conductive liquid from the exterior of said body toy into said cavity 
(e) a device housed within said cavity having comprising ; 0) a plurality of 
conductive probes probo pairs ; Qfy- a control unit coupled to said probes probo pairs ; 
and a power source to supply said control unit with power; 

wherein at least one pair of said probes each of said probo-pa gs is activated when 
bridged by the -a- conductive liquid to form thua forming a closed circuit, said control 
unit registers activation of said at least one pair prob e pairs and said control unit is 
adapted d e signed to actuate at least one pre-deiermined response, said response being 
dependent on a the sequence in which the at least one pair is at loaot two of said probo 
pairs ar e activated. 

8. (Currently Amended) The toy of aooording to claim 7, wherein said predetermined 
response comprises emitting a sound and the device further comprises a speaker coupled to said 
control unit to effect said sound . 

9. (Currently Amended) The toy of according to claim 7, wherein said device forms a 
physical partition to divide said cavity into first and second compartments and said partition is 
substantially impervious to liquid. 
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10. (Currently Amended) The toy of aocording to claim 9, wherein the plurality of 
conductive probes is probe pairs are disposed within said first compartment and said at least one 
aperture allows the movement of said conductive liquid from ihe exterior of said body dell into 
said first compartment. 

11. (Currently Amended) The toy of according to claim 10, wherein said predetermined 
response comprises emitting a sound, the device further comprises a speaker coupled to said 
control unit to effect said sound , said speaker is disposed within said second compartment and 
said second compartment further comprises a hole to allow sound from die speaker to escape. 

12. (Currently Amended) The toy of according to claim 7, wherein said toy is a doll. 

1 3 . (Currently Amended) A device comprising: 

(a) a_ at least one conduit having an compriaing - at l e ast - on e opening at each of first 
and seco nd ends for receiving a conductive liquid : 

(b) a plurality of conductive probes probo pairs disposed within said conduit; 
(e) a control unit coupled to said probes probo pairs ; and 

(d) a power source to supply said control unit with power; 

wherein at least one pair of said nrohgs e ach of said probe pa irs is activated when 
bridged by said -a- conductive liquid to form thus forming a closed circuit, said control 
unit registers activation of said at least one pair prob e pairs and said control unit is 
adapted design e d to actuate at least one pre-determined response, said response being 
dependent on _§__ the sequence in which the at least one pair is at leapt two of said 
prob e pairs oro activated. 

14. (Currently Amended) The device of according-the claim 1 3, wherein said pre-determined 
response is dependent on a sequence the order in which each of said at least one pair probe pairs 
is activotod - OF deactivated. 

15. (Curremly Amended) The device of according claim 13, wherein said conduit further 
comprises _ag at least one reservoir that further oompriacs disposed between said first and sennnH 
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ends for storing said conductive liquid . a valve disposed between said reservoir an d said ^mnH 
end to empty said reservoir a and a secti on coupled between said reservoir and said second 
for providi ng an alternate path for said conductive liq uid , 

1 6. (Currently Amended) The device of aee ording to claim 13, wherein said control unit and 
said power source are disposed in one or more liquid impervious housings. 

17. (Currently Amended) The device of according to claim 13, wherein said pre-determined 
response comprises emitting a sound and the device further comprises a speaker coupled to said 
control unit to effect said sound . 

18. (Currently Amended) The device of according to claim 13, wherein said pre-detcrmined 
response comprises emitting light and the device further comprises a light emitter coupled to said 
control unit to effect said light . 

19. (Currently Amended) The device of according to claim 13, wherein said pre-determined 
response comprises movement and the device further comprises a motor coupled to said control 
unit to effect said movement . 

20. (Currently Amended) A toy comprising: 

(ft) a body having a cavity formed therein : 

(k) first and s econd apertures at least ono aperture in the body toy associated with 
said cavity; 

(e) a device housed within said cavity having comprising : (i) _a. at l e ast one conduit 
for receiving acondnctive liquid e omprising - at least ono oponing, each oponing disposed 
between said first and second apertures in a said oporturo ; a plurality of conductive 
probes probo pairs disposed within said conduit; (m) a control unit coupled to said 
Erobes prob e pairs ; and (iv) a power source to supply said control unit with power; 
wherein at least one pair of said probes e ach of said probo pairs is activated when 
bridged by said -a- conductive liquid to form thus fanning a closed circuit, said control 
unit registers activation of said at least one pair probo pairs and said control unit is 
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adapjed dooignod to actuate at least one pre-determined response, said response being 
dependent on j. the sequence in which the at least one nair is nt lonst two of paid probe 
pairs are activated. 

21. (Currently Amended) The toy of according to claim 20, wherein said pre-determined 
response comprises emiuing a sound and the device further comprises a speaker coupled to said 
control unii to effect said sound . 

22. (Currently Amended) The toy of according to claim 20, wherein said device forms a 
physical partition to divide said cavity into first and second compartments and said partition is 
substantially impervious to liquid. 

23. (Currently Amended) The toy of according to claim 22, wherein said pre-determined 
response comprises emitting a sound, the device further comprises a speaker coupled to said 
control unit to effect said sound , said speaker is disposed within said second compartment and 
said second compartment further comprises a hole to allow sound from the speaker to escape. 

24. (Currently Amended) The toy of aooording to claim 20, wherein said toy is a doll. 
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